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Protecta-line surprep scraper Method Statement 
 

 Have all relevant permits issued and On-Site Risk Assessment been carried out? 
 

1. Measure the insertion depth of the electro-fusion fitting to be used. Place a mark on 

both pipes to show the position where the edge of the fitting will be. 

2. Clamp the pipe to be prepared taking care to avoid damage to the pipe’s outer 

covering. 
3. Separate the mandrel from the body of the protecta-Line surprep scraper. 

4. Hold the expanding plug and rotate the mandrel anticlockwise until the plug is a light 
interference fit in the pipebore. 

5. Push into pipe until edge of plug is level with edge of pipe.  Expand plug further using 
the 10mm ring spanner.  Do not over-tighten in order to avoid pipe distortion. 

6. Slide the body of the protecta-Line surprep Scraper onto the mandrel, depress the 
release button and position the cutter close to the edge of the pipe. 

7. Rotate the knob on the top of the tool post through 90°, against the spring tension, 
such that the cutter is in its raised position. 

8. Loosen the body thumbscrew and position the cutter shoe on the edge of the pipe. 
Tighten the thumbscrew. 

9. Rotate the knob on top of the post through 90° so that spring pressure is applied to the 
cutter. 

10. Rotate the tool anti-clockwise in a smooth continuous motion to remove the outer 
layers in a continuous strip. 

11. Stop cutting when the socket depth mark is reached. 
12. Rotate the knob on top of the tool post so that the spring pressure is released. 
13. Use the hand scraper to remove the peeled strip from the pipe. 
14. Inspect the prepared surface to ensure: i) All of the metallic layer has been removed.  

ii) All of the adhesive which bonds the metallic layer to the blue core has been 
removed. 

15. If, for any reason, the prepared surface is not a uniform blue colour all over, use the 
hand scraper to complete the preparation process. 

16. Never attempt a second pass with the protecta-Line surprep scraper. 
 
 
 
Water Company specific requirements should be adhered to at all times.  Refer to your 
Team Information Pack & ensure that all of the required information is confirmed on 
every track-sheet upon completion of works. 
 
If there are any health, safety or environmental incidents, please contact your 
supervisor immediately 
 
OUT OF HOURS INCIDENTS MUST BE REPORTED TO YOUR SUPERVISOR  
 


